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Ökologische Bilanzen im Vergleich

Abfallpotential
im Produktionsprozeß

Konv. Leiterplatte Neue Leiterplatte
0%

20%

40%

60%

80%

100%

120%

100%

42%

mech. Bearbeitung Reinigung Durchkontakt.

Ätzen Oberfläche Fotolith.

Schadstoff- und Wertstoffpotential
des zu entsorgenden Produktes
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schadstoffbel. Fraktion Metallfraktion
Träger reine Kunststofffraktion
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Lötprozesse mit Energieeinsparungspotential (Eff. / CO2)

Stretchable for Medical Applications

Conformable Applications (Automotive, Health, Robotics, SmartSensors)

Mittelfristig / MidTerm:

Langfristig / LongTerm:

Kurzfristig / ShortTerm:

Quantensensoren (Beyond MEMS) mit NTL/LTS + Liquid Interconnect Technologies H
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Trends in der AVT - Zusammenfassung

3D Printed Copper/Metal Structures

https://tebko.de/expertise/#features
https://www.researchgate.net/publication/356067997_Stretchable_Conformable_-_New_Solutions_for_Medical_Applications
https://www.researchgate.net/publication/356067997_Stretchable_Conformable_-_New_Solutions_for_Medical_Applications
https://tebko.de/expertise-overview/
https://tebko.de/editorial-12-2021-plus/
https://tebko.de/mikrosystemtechnik-kongress-2021-11/
https://tebko.de/plattentektonik/
https://tebko.de/
https://tebko.de/77-treffen-des-saechsischen-arbeitskreises-elektronik-technologie-in-kooperation-mit-dem-fed/
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